
® Lampade a Sospensione / Plafone - Hanging / Ceiling Lamps
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Anodizzato Oro
Anodized Gold

Anodizzato Nero
Anodized Black

Bianco RAL 9016
White RAL 9016

Anodizzato Argento
Anodized Silver

3e14
DIMENSION - POWER - CRI

Ø 850 Ø 1500 Ø 3000

Direct Light 
86W - 24Vdc
CRI 95 TYP

Direct + Indirect 
Light

172W  - 24Vdc
CRI 95 TYP

Direct Light 
144W - 24Vdc 

CRI 95 TYP

Direct + Indirect 
Light

288W - 24Vdc 
CRI 95 TYP

Direct Light 
288W - 24Vdc 

CRI 95 TYP

Direct + Indirect 
Light

548W - 24Vdc 
CRI 95 TYP

CC
T

2700 K 5258 lm 10516 lm 8763 lm 17526 lm 17526 lm 35052 lm

3000 K 5534 lm 11068 lm 9224 lm 18448 lm 18449 lm 36898 lm

4000 K 5706 lm 11412 lm 9510 lm 19020 lm 19020 lm 38040 lm

LUMINOUS FLUX PER METER

DIMENSION - POWER - CRI

Ø 850 Ø 1500 Ø 3000

 Direct Light
86W - 24Vdc
CRI TYP 97

Direct + Indirect 
Light

172W - 24Vdc
CRI TYP 97

Direct Light 
144W - 24Vdc

CRI TYP 97
 

Direct + Indirect 
Light

288W - 24Vdc
CRI TYP 97 

 Direct Light 
288W - 24Vdc

CRI TYP 97

Direct + Indirect 
Light 

548W - 24Vdc
CRI TYP 97

CC
T

2700 K 3943 lm 7887 lm 6572 lm 13144 lm 13144 lm 26289lm

3000 K 4150 lm 8301 lm 6918 lm 13836 lm 13836 lm 27673 lm

4000 K 4279 lm 8559 lm 7132 lm 14265 lm 14265 lm 28530 lm

LUMINOUS FLUX PER METER

Finiture
Finishings

Hang. KIT
Included

Optics
110˚

Ceiling KIT
Optional

Casambi
Optional

CRI TYP 95

Alluminio
Aluminum

Fixing clips

500 mm 2

1000 mm 3

Tiranti
Suspending cables

500 mm 2

1000 mm 2
35

L. max 3-4 mt
37

 35

L. m
ax 3-4 m

t

Cover Siliconica
Silicone Cover

STANDARD


