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Model
No.

No. LED System 
Power W

Lumen 
lm Colour EEC

Dimension Weight
kgUP DOWN L1 L2

SURFACE CEILING MOUNTED · DOWN LIGHT · DIMMING TYPE · OPAL DIFFUSER

PIT-80201 - O - W27 — 288 LED 23 2459 2700K A++ 720 115 4.2
PIT-80201 - O - W30 — 288 LED 23 2572 3000K A++ 720 115 4.2
PIT-80201 - O - W40 — 288 LED 23 2685 4000K A++ 720 115 4.2
PIT-80201 - O - W50 — 288 LED 23 2796 5000K A++ 720 115 4.2

PIT-80202 - O - W27 — 288 LED 32 3454 2700K A++ 720 115 4.2
PIT-80202 - O - W30 — 288 LED 32 3613 3000K A++ 720 115 4.2
PIT-80202 - O - W40 — 288 LED 32 3771 4000K A++ 720 115 4.2
PIT-80202 - O - W50 — 288 LED 32 3928 5000K A++ 720 115 4.2

PIT-80211 - O - W27 — 432 LED 27 3056 2700K A++ 1060 280 5.6
PIT-80211 - O - W30 — 432 LED 27 3196 3000K A++ 1060 280 5.6
PIT-80211 - O - W40 — 432 LED 27 3336 4000K A++ 1060 280 5.6
PIT-80211 - O - W50 — 432 LED 27 3475 5000K A++ 1060 280 5.6

PIT-80212 - O - W27 — 432 LED 38 4279 2700K A++ 1060 280 5.6
PIT-80212 - O - W30 — 432 LED 38 4475 3000K A++ 1060 280 5.6
PIT-80212 - O - W40 — 432 LED 38 4671 4000K A++ 1060 280 5.6
PIT-80212 - O - W50 — 432 LED 38 4866 5000K A++ 1060 280 5.6

PIT-80221 - O - W27 — 576 LED 35 3938 2700K A++ 1390 455 6.8
PIT-80221 - O - W30 — 576 LED 35 4119 3000K A++ 1390 455 6.8
PIT-80221 - O - W40 — 576 LED 35 4299 4000K A++ 1390 455 6.8
PIT-80221 - O - W50 — 576 LED 35 4479 5000K A++ 1390 455 6.8

PIT-80222 - O - W27 — 576 LED 49 5537 2700K A++ 1390 455 6.8
PIT-80222 - O - W30 — 576 LED 49 5791 3000K A++ 1390 455 6.8
PIT-80222 - O - W40 — 576 LED 49 6044 4000K A++ 1390 455 6.8
PIT-80222 - O - W50 — 576 LED 49 6296 5000K A++ 1390 455 6.8

Ordering guide sample

Product Code

Light Symbol

Linear suspended, recessed and surface ambient 
lighting Expansive and elegant portfolio of rectilinear 
workplace lighting fixtures

Luminaire Structure

IP20

Colour Temperature
W27 – Warm 2700K
W30 – Warm white 3000K
W40 – Neutral white 4000K
W50 – Cool white 5000K

Diffuser for light output control
O – Opal diffuser UGR <19
P – Micro-prismatic UGR <13

Dimming Type
ND – Non dimmable
DI – 1-10V dimmable
DA – DALI dimmable

ND DI DA

Dimming Type

(- O) 
Opal diffuser 
UGR <19

(-P)
Micro-prismatic diffuser 
UGR <13

Optional diffuser

- 01

Black
RAL 9011

- 03

White
RAL 9003

- 05

Matt Silver
RAL 9006

Colour Code

RESET

PIT-80201     -   O   -   W30   -     DA    -   A90291

Diffuser  Dim Type

Colour Accessory 1

PITTSFIELD

 Pitts�eld  H70 - L880-1390mm. Pendant Direct & Direct-Indirect Light  Pitts�eld  H70 - L880-1390mm. Recessed Down Light  Frame

  Pitts�eld  H70 - L880-1390mm. Recessed Down Light  Frameless  Pitts�eld  H70 - L880-1390mm. Surface 

L2
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                L2
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10-30

 Model No : PIT-90001-02-11-12-21-22,PIT-90003-13-23,PIT-90004-14-24,PIT-90005-15-25
                       PIT-90101-02-11-12-21-22,PIT-90103-13-23,PIT-90104-14-24,PIT-90105-15-25

 Model No : PIT-80001-02-11-12-21-22,PIT-80003-13-23,PIT-80004-14-24,PIT-80005-15-25

 Model No : PIT-80101-02-11-12-21-22,PIT-80103-13-23,PIT-80104-14-24,PIT-80105-15-25

 Model No : PIT-80201-02-11-12-21-22,PIT-80203-13-23,PIT-80204-14-24,PIT-80205-15-25
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L1
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Down light

Recessed
Ceiling

Surface
Ceiling

Pendant
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Product Spec Sheet

Pittsfield 3 Dimming Type
Surface ceiling luminaires
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• Installation manual available online at www.ligman.com.
• Luminous flux and system power are rated from absolute photometry according to LM-79-08 standard for LED luminaire.

• Photometric diagram for standard non-accessory, please consult the factory in case accessory option.
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Model
No.

No. LED System 
Power W

Lumen 
lm Colour EEC

Dimension Weight
kgUP DOWN L1 L2

SURFACE CEILING MOUNTED · DOWN LIGHT · DIMMING TYPE · MICRO-PRISMATIC  DIFFUSER

PIT-80201 - P - W27 — 288 LED 23 2262 2700K A++ 720 115 4.2
PIT-80201 - P - W30 — 288 LED 23 2366 3000K A++ 720 115 4.2
PIT-80201 - P - W40 — 288 LED 23 2470 4000K A++ 720 115 4.2
PIT-80201 - P - W50 — 288 LED 23 2573 5000K A++ 720 115 4.2

PIT-80202 - P - W27 — 288 LED 32 3161 2700K A++ 720 115 4.2
PIT-80202 - P - W30 — 288 LED 32 3306 3000K A++ 720 115 4.2
PIT-80202 - P - W40 — 288 LED 32 3451 4000K A++ 720 115 4.2
PIT-80202 - P - W50 — 288 LED 32 3595 5000K A++ 720 115 4.2

PIT-80211 - P - W27 — 432 LED 27 2788 2700K A++ 1060 280 5.6
PIT-80211 - P - W30 — 432 LED 27 2915 3000K A++ 1060 280 5.6
PIT-80211 - P - W40 — 432 LED 27 3043 4000K A++ 1060 280 5.6
PIT-80211 - P - W50 — 432 LED 27 3170 5000K A++ 1060 280 5.6

PIT-80212 - P - W27 — 432 LED 38 3922 2700K A++ 1060 280 5.6
PIT-80212 - P - W30 — 432 LED 38 4102 3000K A++ 1060 280 5.6
PIT-80212 - P - W40 — 432 LED 38 4282 4000K A++ 1060 280 5.6
PIT-80212 - P - W50 — 432 LED 38 4460 5000K A++ 1060 280 5.6

PIT-80221 - P - W27 — 576 LED 35 3447 2700K A++ 1390 455 6.8
PIT-80221 - P - W30 — 576 LED 35 3605 3000K A++ 1390 455 6.8
PIT-80221 - P - W40 — 576 LED 35 3763 4000K A++ 1390 455 6.8
PIT-80221 - P - W50 — 576 LED 35 3920 5000K A++ 1390 455 6.8

PIT-80222 - P - W27 — 576 LED 49 4800 2700K A++ 1390 455 6.8
PIT-80222 - P - W30 — 576 LED 49 5020 3000K A++ 1390 455 6.8
PIT-80222 - P - W40 — 576 LED 49 5240 4000K A++ 1390 455 6.8
PIT-80222 - P - W50 — 576 LED 49 5458 5000K A++ 1390 455 6.8

Product Code

Wireless 
Bluetooth
(A90291)

xPress Wireless
switch
(A90591)

Accessory For Wireless Bluetooth

Photometric
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 Flux 2684.52  lm
 Maximum 373.74  cd/klm
 Position C=90.00 G=2.50
 Efficiency: 100.00%
 Date: 24-02-2018
 Sym. on planes 270-90

PIT-80201-O-W40

374cd/klm
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 Flux 3771.11  lm
 Maximum 373.68  cd/klm
 Position C=295.00 G=2.50
 Efficiency: 100.00%
 Date: 24-02-2018
 Sym. on planes 270-90

PIT-80202-O-W40

374cd/klm
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 Flux 4299.43  lm
 Maximum 373.84  cd/klm
 Position C=90.00 G=2.50
 Efficiency: 100.00%
 Date: 19-04-2018
 Asymmetrical

PIT-80221-O-W40

374cd/klm
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 Flux 6044.40  lm
 Maximum 373.07  cd/klm
 Position C=90.00 G=2.50
 Efficiency: 100.00%
 Date: 19-04-2018
 Sym. on planes 270-90

PIT-80222-O-W40

373cd/klm
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 Flux 2469.88  lm
 Maximum 469.41  cd/klm
 Position C=272.50 G=2.50
 Efficiency: 100.00%
 Date: 24-02-2018
 Sym. on planes 270-90

PIT-80201-P-W40
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 Flux 3451.17  lm
 Maximum 469.46  cd/klm
 Position C=290.00 G=2.50
 Efficiency: 100.00%
 Date: 24-02-2018
 Sym. on planes 270-90

PIT-80202-P-W40

469cd/klm
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 Flux 3762.82  lm
 Maximum 454.15  cd/klm
 Position C=90.00 G=2.50
 Efficiency: 100.00%
 Date: 19-04-2018
 Asymmetrical

PIT-80221-P-W40

454cd/klm
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 1390mm x 180mm
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180.0 0.0
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 Flux 5239.79  lm
 Maximum 453.17  cd/klm
 Position C=75.00 G=2.50
 Efficiency: 100.00%
 Date: 19-04-2018
 Asymmetrical

PIT-80222-P-W40

453cd/klm
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 Flux 3336.14  lm
 Maximum 372.65  cd/klm
 Position C=272.50 G=2.50
 Efficiency: 100.00%
 Date: 26-02-2018
 Sym. on planes 270-90

PIT-80211-O-W40

373cd/klm
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 Flux 4671.11  lm
 Maximum 372.63  cd/klm
 Position C=85.00 G=2.50
 Efficiency: 100.00%
 Date: 26-02-2018
 Asymmetrical

PIT-80212-O-W40

373cd/klm
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 Flux 3043.21  lm
 Maximum 467.47  cd/klm
 Position C=272.50 G=2.50
 Efficiency: 100.00%
 Date: 26-02-2018
 Sym. on planes 270-90

PIT-80211-P-W40

467cd/klm
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 Flux 4281.73  lm
 Maximum 468.15  cd/klm
 Position C=90.00 G=2.50
 Efficiency: 100.00%
 Date: 26-02-2018
 Sym. on planes 270-90

PIT-80212-P-W40

468cd/klm
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Pittsfield 3 Dimming Type
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	Product Code: Off
	Dimming type: Off
	Micro-prismatic diffuser : Off
	RESET 96: 
	Colour: Off
	Project: 
	Note: 
	Location: 
	Quantity: 
	Type: 
	Wireless Bluetooth: Off
	xPress Wirelessswitch: Off


